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April 17, 2003

Mr. Kenneth N. Wainstein

Associate Administrator, Safety Assurance
Natlonal Highway Trafflc Safety Adminlatration
400 Sevanth Streeat, 5. W,

Washington, D.C. 20590

Dear Mr. Weainstain:
Rafarence: NHTSA Identification Number 03V-(34

Enclosed is a representative copy of additional communication relating to the 1897
through 2002 modael year vehicles Involved in the referenced recall.

This completss DaimlerChryeler's package of information for this racall aé raguirsd by
tha Defects Report Regulation.

%/7444

Stephan J. Speth, Director
Veahicle Compllanca and Safety Affalrs

Enclosure: Safety Recall No. CO3 — Revised Upper Ball Joint Torquae Specification

co: K. C. DeMeter
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Update - Safety Recall #C03 - Revised TUpper Ball Jeint Torque
Specification

Involved Vehlcles:

1957 - 2002 (PR) Plymouth/Chrysler Prowler

Torque Specification Correction

The torque value epecified on page &, step 27 of Recall 03 for
tightening the upper ball joint nut ie incecrrect. The proper
torque apegification 1a 65 ft. lbs. (BE N.m}).

Please correct all coplea of Recall €02 to reflect the proper
torque apecification of 65 Ft. lbe. {(BE N.m}.

The MDS2 and DealerCONNECT verglons of thia recall will be
updated to reflect this change in the near future.

NOTE: The torgue value apecified in the Prowler Service Manual
will also be revised,

If you have any questions regarding this acticn, please contact
your Service and Parts District Manager.

Joseph Eilger
Vice President, Global Service



